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Waste heat utilization is shown to have the potential to decrease greenhouse gas 
emissions globally. The purpose of this case study is to illustrate how the utilization of 
waste heat to decrease municipal boundary greenhouse gas emissions may increase such 
emissions within wider boundaries. The case study assesses the utilization of waste heat 
generated by a data center. In this paper, we analyze the implications within Scopes 1-3 
of the Greenhouse Gas Protocol together with attributional and consequential life cycle 
assessment principals. Only Scope 1 showed negative greenhouse gas emission 
implications. In order to achieve negative Scope 2 emissions, approximately half of the 
waste heat would need to be utilized, which is the purpose of further site development.  
In order for negative Scope 3 emission implications, electricity production changes are 
needed or local municipal replaceable greenhouse gas emissions would need to be  
much higher. 
KEYWORDS 
Climate change mitigation, Greenhouse gas inventory, Life cycle assessment,  
Energy systems, Greenhouse gas protocol. 
INTRODUCTION 
Energy accounts for over 70% of total Greenhouse Gas (GHG) emissions [1], and the 
share of energy-related GHG emissions caused by cities have been estimated to account 
for over 70% [2]. This highlights the mitigating role of cities in energy-related GHG 
emissions and climate change in general. In favor of this, it has been shown that cities are 
efficient in promoting national energy policies (e.g. [3, 4]). 
                                                 
*
 Corresponding author 
Laine, J., et al. 
Uncertain Greenhouse Gas Implication in ... 
Year 2020 
Volume 8, Issue 2, pp 360-372  
 
361 Journal of Sustainable Development of Energy, Water and Environment Systems 
Utilization of waste heat has a powerful potential to reduce GHG emissions globally 
[5]. The original idea of the District Heating (DH) system is that heat can be recycled 
from sources where it would otherwise be wasted [6]. For instance, in the Nordic 
countries, where DH has a long tradition and the total supply of DH is 130 TWh/year  
[7, 8], heat for the DH network is produced in centralized heating plants, such as 
Combined Heat and Power (CHP) plants, which in most cases is a versatile fuel mix.  
Despite high figures for the amount of CHP in DH systems, the amount of industrial 
waste heat used as a heat source in DH systems is still low, even though it is regarded as 
a vital means of increasing energy efficiency. In the new heat roadmap for Europe, 
Connolly et al. [9] mapped the yearly potential of industrial excess heat in DH networks 
in the EU27 countries for 2,710 PJ, which is almost twice as much as the total DH in 2010. 
The amount of industrial excess heat used in DH networks accounted for only 0.9% of the 
mapped potential in the year 2010 [9]. In Sweden, the amount of industrial waste heat 
used in DH systems was the highest out of all these countries in 2011 ‒ it accounted for 
7% (3,852 GWh) of the total fuel input [10]. The potential of industrial waste heat 
utilization is also studied in China [11], Spain [12], and Croatia [13]. Although the 
potential of industrial waste heat is shown to be significant, the actual GHG impacts are 
unclear when heat pumps are needed to increase the temperature of utilized waste heat to 
be suitable for DH network. Although waste heat as itself can be GHG emission free, 
energy used to increase and distribute the heat may not be. Thus, assessment of the GHG 
emission implications is needed in order to understand actual GHG emissions. However, 
assessment of such implications is relatively complex. 
For GHG assessment, three different scopes have been suggested by the GHG 
Protocol Corporate Standard [14]. Scope 1 emissions are direct GHG emissions from 
sources within the city boundary. Scope 2 expands the definition by including GHG 
emissions occurring as a consequence of the grid supplied electricity, heat, steam, and/or 
cooling within the city boundaries. Scope 3 further expands the definition by including 
all the other GHG emissions outside the city boundaries caused by activities within the 
city boundaries. For stationary energy-related assessments, the difference between  
Scope 2 and Scope 3 is that Scope 3 also includes indirect GHG emissions from the use of 
energy. Scopes 1-3 together form the carbon footprint of the studied object, e.g. an 
individual, a city, or a nation ‒ following the definition of Wiedmann and Minx [15]. 
In addition to indirect emissions, consequential implications also occurred from the 
actions needed to be recognized in order to have a comprehensive understanding.  
Life Cycle Assessment (LCA) is a method capable of accounting for the global impact of 
activities taking place in a certain geographic region. From the perspective of how global 
implications are accounted for, there are two approaches for LCA ‒ Attributional and 
Consequential LCA (ALCA & CLCA). The first only accounts for the emissions through 
the production and delivery chains, whereas the latter tries to capture the related change 
in the system in general, following a change in one component. These two approaches 
can thus lead to completely different perceptions of the matter and ALCA, thus 
misleading policy makers [16]. Especially in the electricity grid, the CLCA approach 
increases the GHG implications [17] and has also emphasized effects on cities’ carbon 
footprints [18]. 
For a city-level assessment of energy-related impacts, although often needed to 
understand the actual implications, the CLCA approach complicates the assessment of 
impacts and the decision-making regarding energy choices [19]. Energy systems, the 
utilization of energy sources, and relevant matters need to be assessed based on 
consequential impacts as well when the assessment is based on the CLCA approach. 
Within energy system studies, consequential system impacts are well-studied and often 
referred to as marginal system impacts [20]. Marginal energy impacts are changes made 
to an energy production system and production portfolio. Marginal production 
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technology is usually the most expensive and most harmful to the environment.  
This potentially improves the efficiency made through limiting energy demand, but it 
increases the relevance of consequential implications occurred from the increase in 
energy demand.  
Despite the broad existing research in the areas of assessment methods and waste heat 
utilization, the actual GHG emission implications from waste heat utilization and from 
the ALCA and CLCA perspectives within different scopes is a relatively untouched area. 
Such implications are important to understand when reaching negative GHG emission 
implications within municipal and national boundaries. Understanding of consequential 
implications when waste heat replaces alternative energy source but utilize other is 
beneficial when identifying the conditions in which negative GHG emission implications 
are evident. Additionally, understanding of consequential implications is important when 
deciding where to place waste heat sources. 
This case study assesses a case where a data center is located in a city and its waste 
heat is utilized within the municipal DH system, replacing natural gas as a heat source. 
The case has been previously assessed from the technical and economic perspectives, and 
it was proposed that CLCA would be an appropriate approach for GHG implication 
assessment [21]. The case study assesses GHG emission implications within GHG 
Protocol’s Scopes 1-3, as proposed in the previous case study. The CLCA perspective is 
included and considered within Scope 3 assessments. The purpose is to illustrate how 
utilization of waste heat to decrease municipal-bounded GHG emissions can lead to an 
increase in GHG emissions within wider boundaries. 
METHODS AND MATERIAL 
Mäntsälä is a small city with 20,853 inhabitants (2016) located in southern Finland. 
The city of Mäntsälä owns the company Nivos Energia Oy, which itself owns a DH 
network. DH production is covered with Heat-Only Boilers (HOB) located along the city, 
where natural gas plays a major role, as shown in Figure 1 and Table 1. A major new 
electricity consumption unit was added in 2016 when a data center was built. The site and 
detailed spatial location were chosen so that it was technically feasible to utilize the waste 




Figure 1. DH network production in Mäntsälä 
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Table 1. Information of DH network in Mäntsälä 2016 [22] 
 
DH production specifications 
Number of HOBs 11 
Length of the heating network [km] 37.2 
Number of consumer points 210 
Customer contract power total 38.1 
Net production [GWh] 54.4 
Heat supply [GWh] 54.4 
Heat consumption [GWh] 44.0 
Heat delivery and losses [GWh] 10.4 
Boiler conversion losses [%] 10 
Fuels 
Light oil [GWh] 2.8 
Natural gas [GWh] 30.5 
Bio fuels [GWh] 8.7 
Heat pump supply [GWh] 16.1 
Light oil [CO2eq/kWh] 261.7 
Natural gas [CO2eq/kWh] 198.1 
Bio fuels [CO2eq/kWh] 0 
 
The assessment methods employed in the study are based on ALCA and CLCA as 
well as direct GHG emission assessment. Assessment boundaries are GHG Protocol’s 
Scopes 1-3 where ALCA and CLCA is performed within their scope. For Scopes 1 and 2, 
only direct emissions are considered. The Scope 1 boundary definition used is a city’s 
own direct production emissions. For Scope 2, Scope 1 emissions are added by direct 
emissions from energy use that is produced outside the city boundaries. In this case, such 
emissions occurred from the electricity supplied from the grid. For Scope 3, the boundary 
is the national border and the Finnish grid with indirect emissions from energy 
production. For a consequential implication in CLCA, marginal electricity production is 
assumed to be national condensing power production with its average emissions 
calculated as presented in Table 2. The CLCA approach is limited to cover only instant 
marginal energy emission implications. Thus, wider consequential system implications 
are excluded. 
 
Table 2. Calculation definitions and principals 
 
 Scope LCA Out-of-jurisdiction implications 
GHG emission range’s 
minimum (L) or maximum (H) 
values [direct only (D)] 
Calculation of energy-based emission implications 
Scope 1 emission implications 1 A + D Cimp = –Eh × GHGng 
Scope 2 emission implications 2 A + D Cimp = –Eh × GHGng + Ep × GHGel + Ed × GHGel 
Scope 2 emission implications 
excluding out-of-jurisdiction 
implications 
2 A - D Cimp = –Eh × GHGng + Ep × GHGel 
Scope 3 emission implications 
(minimum values for emissions) 3 A + L Cimp = –Eh × GHGngl + Ep × GHGell + Ed × GHGell 
Scope 3 emission implications 
excluding out-of-jurisdiction 
implications (minimum values  
for emissions) 
3 A - L Cimp = –Eh × GHGngl + Ep × GHGell 
Scope 3 emission implications 
(maximum values for emissions) 3 A + H Cimp = –Eh × GHGngm + Ep × GHGelm + Ed × GHGelm 
Scope 3 emission implications 
excluding out-of-jurisdiction 
implications (maximum values  
for emissions) 
3 A - H Cimp = –Eh × GHGngm + Ep × GHGelm 
Scope 3 emission implications 
CLCA (minimum values  
for emissions) 
3 C + L Cimp = –Eh × GHGngl + Ep × GHGellmarg + Ed × GHGellmarg 
Scope 3 emission implications 
CLCA excluding out-of-jurisdiction 
implications (minimum values  
for emissions) 
3 C - L Cimp = –Eh × GHGngl + Ep × GHGellmarg 
Scope 3 emission implications 
CLCA (maximum values  
for emissions) 
3 C + H Cimp = –Eh × GHGngm + Ep × GHGelmmarg + Ed × GHGelmmarg 
Scope 3 emission implications 
CLCA excluding out-of-jurisdiction 
implications (maximum values  
for emissions) 
3 C - H Cimp = –Eh × GHGngm + Ep × GHGelmmarg 
Cimp = GHG implications [t CO2] 
Eh = Supplied heat energy from the heat pump unit [GWh] 
GHGng = CO2eq of natural gas and boiler-based district heat [t CO2/GWh] 
Ep = Electricity used by the heat pump [GWh] 
GHGel = Direct CO2eq of electricity from the grid [t CO2/GWh] 
Ed = Electricity used by the data center [GWh] 
GHGngl = Direct + indirect CO2eq of natural gas and boiler-based district heat (lowest emission value from the range) [t CO2] 
GHGell = Direct + indirect CO2eq of electricity (lowest emission value from the range) [t CO2/GWh] 
GHGngm = Direct + indirect CO2eq of natural gas and boiler-based district heat (highest emission value from the range) [t CO2/GWh] 
GHGelm = Direct + indirect CO2eq of electricity (highest emission value from the range) [t CO2/GWh] 
GHGellmarg = Direct + indirect CO2eq of marginal electricity (lowest emission value from the range) [t CO2/GWh] 
GHGelmmarg = Direct + indirect CO2eq of marginal electricity (maximum emission value from the range) [t CO2/GWh] 
Laine, J., et al. 
Uncertain Greenhouse Gas Implication in ... 
Year 2020 
Volume 8, Issue 2, pp 360-372 
 
Journal of Sustainable Development of Energy, Water and Environment Systems 364 
The assessments consider the emission implications rather than the complete 
emissions of the city. Implications are specified to cover implications from the 
integration of the data center as well as the utilization of the waste heat generated.  
Energy consumption units are the data center and the heat pump unit, which is owned by 
the municipal DH company. Waste heat replaces the natural gas-based boiler, and such 
emission mitigation implications are considered to be emission-negative. 
Assessments in Scopes 2 and 3 also consider data center energy usage as an 
out-of-jurisdiction actor for the municipality, presenting only in-jurisdiction GHG 
emission implications as defined by GHG Protocol’s Policy and Action Standard [23], 
but including the heat pump’s electricity usage, as it is owned by the municipal energy 
company. The purpose of this is to compare results when it is assumed that the specific 
energy use would exist regardless. 
For the supplied heat, direct GHG emission implications are calculated from the 
emissions from the production of the energy excluding network losses, which are 
considered to be equal. For electricity production and with ALCA and CLCA, network 
losses are also considered. 
Eleven different assessments are performed with different boundaries and assessment 
methods. Table 2 presents assessment calculation definitions and principals. 
The research study utilizes public and site-specific data sources for the GHG 
implication assessments. Site-specific energy measurements are used to measure actual 
energy inputs and outputs, and national energy statistics are used to calculate direct 
emissions from the use of energy. For the indirect energy emissions, a study by  
Cherubini et al. [24] is used to specify uncertainty ranges.  
Site-specific energy measurements are based on real-time energy monitoring of the 
data center, the heat pump unit, and the municipal DH company from 2016. Both 
purchased electricity and supplied heat are monitored by the data center and reported 
monthly. The heat pump unit operated by the municipal DH company is reported 
accordingly. Table 3 presents the monthly energy input and output of the data center. 
 




(heat pump) [MWh] 
Supplied heat  
from the heat  
pump [MWh] 
Supplied heat 







January 2016 331 1,042 663 3.2 3,411 
February 2016 326 1,016 807 3.1 3,335 
March 2016 387 1,167 593 3 3,730 
April 2016 521 1,624 470 3.1 3,746 
May 2016 284 851 586 3 4,019 
June 2016 245 746 576 3 3,820 
July 2016 248 752 476 3 4,034 
August 2016 408 1,341 927 3.3 4,277 
September 2016 470 1,552 1,176 3.3 4,183 
October 2016 627 2,060 1,333 3.3 4,380 
November 2016 621 2,063 1,420 3.3 4,363 
December 2016 641 2,124 663 3.3 4,784 
 
Statistics Finland and the Finnish energy industry are compiling monthly electricity 
production of CO2 emissions based on the energy allocation method. Table 4 presents 
monthly electricity CO2 emissions within Finland. These values are used to calculate 
monthly direct emission implications occurring from the consumption of electricity when 
ALCA is performed. The relatively low emissions during the summer is due to decreased 
consumption and thus decreased production of higher emission production plants with 
higher marginal cost. 
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Table 4. Monthly average emissions of purchased electricity from the national grid [25] 
 
 CO2 emissions of average electricity [t CO2eq/GWh] 
January 2016 146 
February 2016 104 
March 2016 104 
April 2016 98 
May 2016 75 
June 2016 57 
July 2016 38 
August 2016 60 
September 2016 90 
October 2016 147 
November 2016 155 
December 2016 127 
 
Table 5 presents monthly electricity production shares per production technology in 
2016. These values are used to calculate monthly production emissions including indirect 
shares. Indirect emissions and emission ranges are calculated by multiplying these values 
with the emission ranges presented in Table 6. For thermal power production, fuel 
sources are presented in Table 7. For the peat emission range’s lowest value,  
1,150 kg CO2eq/MWh was used, as presented by Style and Jones [26]. For the highest 
value, a factor between coal-based electricity production’s lowest and highest values 
were used, giving 1,920 kg CO2eq/MWh for the peat power production’s highest value. 
70 to 85 kg CO2eq/MWh were used for emission ranges for local municipal DH, as 
presented in Cherubini et al. [24]. 
 
Table 5. Monthly 2016 electricity production shares [25] 
 
 January February March April May June July August September October November December 
Hydro power 
[MWh] 
1,404 1,404 1,413 1,426 1,626 1,291 1,223 1,392 1,361 1,128 942 1,024 
Wind power 221 235 216 198 150 201 144 292 237 250 407 516 
Solar power - - - - - - - - - - - - 
Nuclear power 2,064 1,928 2,061 1,840 1,503 1,692 1,987 1,702 1,606 1,950 1,985 1,961 
Conv. thermal 
power 3,385 2,582 2,593 2,118 1,492 1,204 1,077 1,204 1,337 2,331 3,016 2,847 
Co-generation 2,862 2,307 2,287 1,811 1,232 1,016 928 928 976 1,702 2,386 2,431 
 District heating 1,913 1,478 1,411 1,055 533 368 238 238 422 1,048 1,632 1,651 
 Industry 949 829 875 756 699 648 690 690 554 654 754 781 
Condense 523 275 307 306 260 188 149 276 361 628 630 416 
 Conventional 521 275 306 305 258 188 147 275 361 628 629 416 
 Gasturbine, etc. 2 0 1 1 2 0 2 1 0 0 0 0 
Production total  7,073 6,149 6,283 5,581 4,772 4,389 4,431 4,590 4,542 5,659 6,349 6,349 
 
Table 6. Emission ranges for energy production including indirect emissions [24] 
 
 Lowest values Highest values 
 [t CO2eq/GWh] 
Biomass 54 108 
Wind 4 36 
Hydro 2 36 
Solar 54 144 
Coal 1,080 1,800 
Oil 720 1,080 
Nuclear 18 108 
Natural gas 360 720 
 
Table 7. Thermal power production fuel sources in 2016 [27] 
 




Natural gas 25 
Other fossil-based 508 
Peat 448 
Wood industry's waste liquors 338 
Other wood sources 708 
Other renewables 90 





Natural gas 3,617 
Other fossil based 405 
Peat 2,284 
Wood industry's waste liquors 5,031 
Other wood sources 4,105 
Other renewables 577 
Other sources 291 
Total 20,880 
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RESULTS 
This section presents the results within the reference year of 2016. Additionally, this 
section presents the results when it is assumed that half of the waste heat would be 
utilized, as it is the purpose of the further site development. 
Results within the reference year 
Figure 2 presents monthly-based assessment results of the reference year within 
Scopes 1-3. Seven different scope and assumption setups are included: Scope 1 
implications, Scope 2 implications, including and excluding an out-of-jurisdiction actor, 
and Scope 3 implications, including and excluding an out-of-jurisdiction actor and with 
the minimum and maximum range in energy emission. It is shown that Scope 1 together 
with Scopes 2 and 3 when out-of-jurisdiction is excluded have a similar amount of 
negative GHG emission implications. When Scopes 2 and 3 are assessed with 
in-jurisdiction implications, the results show GHG emission positive implications.  
Scope 2 with in-jurisdiction implications shows the lowest GHG emission implications 
of these, reaching negative implications in July and August. Scope 3 with a minimum 
range of values for energy emissions shows the second highest implications, and a similar 




Figure 2. Scopes 1-3 emission implications in 2016 (the second Scope 2 assessment excludes data 
center electricity usage as an out-of-jurisdiction actor, Scope 3 assessments consider indirect 
emissions and emission uncertainty ranges as well, although the energy system’s performance is 
closer to the lowest values) 
 
Figure 3 presents Scope 3 assessment results with CLCA and the condensing power 
production marginal energy perspective. Four different assumption setups are assessed ‒ 
Scope 3 including and excluding out-of-jurisdiction implications and with minimum and 
maximum range values for energy emissions. The results show that all the assumption 
setups show positive GHG emission implications. When excluding out-of-jurisdiction, 
assessments shows relatively low implications. The reason why the Scope 3 emission 
implications excluding out-of-jurisdiction implications show lower emission 
implications with maximum values is due to the relatively big decrease in locally used 
natural gas in relation to the increased consumption of electricity, both with higher GHG 
emission values. When out-of-jurisdiction is included, GHG emission implications  
are significant. 
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Figure 3. Consequential life-cycle assessment implications in 2016, where a condensing 
production fuel mix is considered to act as marginal energy production. Two assessments 
consider data center electricity as an out-of-jurisdiction actor 
 
Figure 4 presents annual GHG emission implications cumulatively. It is seen that the 
wider the boundary within the assessment is, the higher the GHG emission implications 




Figure 4. Annual implications within all assessments and scopes [from left to right: Scope 1 
emission implications, Scope 2 emission implications, Scope 2 emission implications excluding 
out-of-jurisdiction, Scope 3 emission implications (minimum values for emissions), Scope 3 
emission implications excluding out-of-jurisdiction (minimum values for emissions), Scope 3 
emission implications (maximum values for emissions), Scope 3 emission implications excluding 
out-of-jurisdiction (maximum values for emissions), Scope 3 emission implications CLCA 
(minimum values for emissions), Scope 3 emission implications CLCA excluding 
out-of-jurisdiction (minimum values for emissions), Scope 3 emission implications CLCA 
(maximum values for emissions), and Scope 3 emission implications CLCA excluding 
out-of-jurisdiction (maximum values for emissions)] 
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Results with development assumptions 
As the development plan of the site is to utilize half of the data center’s electricity 
consumption as waste heat, it is relevant to perform such a sensitivity analysis.  
Figures 5-7 present the results according to previous figures and assumptions. Updated 
results show significant differences. Previously with ALCA-based assessments, only 
Scope 1 together with Scopes 2 and 3 excluding out-of-jurisdiction implications showed 
negative GHG emission implications. Now also Scope 2 GHG emission implications are 
negative, and a significant reduction is shown for every scope and assumption setup. 
GHG emission reduction for CLCA-based assessments are shown as well in Figure 6 and 
Figure 7. Now also the CLCA-based Scope 3 assessment with maximum range values for 





Figure 5. Scopes 1-3 assessment implications in 2016 if half of the data center electricity usage 




Figure 6. Consequential life-cycle assessment implications in 2016 if half of the data center 
electricity usage would be utilized 
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Figure 7. Annual implication within all the assessments and scopes when half of the data center 
electricity usage is utilized [from left to right: Scope 1 emission implications, Scope 2 emission 
implications, Scope 2 emission implications excluding out-of-jurisdiction, Scope 3 emission 
implications (minimum values for emissions), Scope 3 emission implications excluding 
out-of-jurisdiction (minimum values for emissions), Scope 3 emission implications (maximum 
values for emissions), Scope 3 emission implications excluding out-of-jurisdiction (maximum 
values for emissions), Scope 3 emission implications CLCA (minimum values for emissions), 
Scope 3 emission implications CLCA excluding out-of-jurisdiction (minimum values for 
emissions), Scope 3 emission implications CLCA (maximum values for emissions), and Scope 3 
emission implications CLCA excluding out-of-jurisdiction (maximum values for emissions)] 
DISCUSSION 
The results demonstrated how utilization of waste heat to reduce municipal boundary 
GHG emissions can increase GHG emissions within wider boundaries. The results 
showed that the potential for decreasing GHG emissions as presented in studies such as 
[9, 13] are generalized, and actual GHG emission implications are complex to assess and 
may even lead to GHG emission growth.  
As presented in studies such as [14-18], the results showed that the choice of 
assessment method and boundaries greatly affects GHG emission and emission 
implication results. The assessment method can even determine whether the implications 
are positive or negative. For municipalities, it is easy to use Scope 1 emissions and only 
direct emissions, as it often also accounts for the lowest emissions. However, as 
recommended by the GHG Protocol [24], for a more comprehensive assessment, a wider 
boundary needs to be used instead. This is important, as it would otherwise be relatively 
easy to outsource the GHG emissions. The results showed that the amount of negative 
emission implications shown in Scope 1 can be many times greater and positive in Scope 3.  
The results also showed the importance of energy systems’ marginal system 
implications in municipal decision making and municipal GHG emission implication 
contexts. The results followed previous research findings that the choice between ALCA 
and CLCA can lead to completely different perceptions on the matter. With the ALCA 
method, all the assessment results were within a relatively normal range. From the CLCA 
perspective, on the other hand, the results showed a significant increase in GHG 
emissions when out-of-jurisdiction was included. 
Results also showed that when including indirect energy emission ranges to the 
ALCA and CLCA perspectives, the complexity even increases. This makes it hard for 
municipal actors to assess actual GHG emission implications. 
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Although the assessments were targeted to cover a significant share of assessment 
scopes and assumptions, numerous uncertainties still exist. Firstly, energy emission 
ranges were utilized covering practically all the actual production methods. One can 
make a site comparison between the highest ranges and between the lowest ranges, as 
actual alternative production methods may vary between. Secondly, a reference year was 
assessed instead of the lifetime of the site. As energy systems are developing, these 
assessment results change accordingly. Thirdly, a scenario where the data center would 
not be integrated was not performed. As the results were implications, this would have 
been important to understand especially if a lifetime assessment would have  
been performed. 
From the national boundary point of view, the data center as an out-of-jurisdiction 
actor is an important matter when mitigating GHG emissions. If that actor and its 
electricity consumption would exist in any case somewhere within the national boundary, 
the question would be where to best place it and where would its waste heat generate the 
most GHG emission mitigation. For this purpose, the results show that the location is 
relatively good, even from the CLCA perspective, as the condensing power generation 
fuel mix would not necessarily play such a major role as a marginal production, 
especially when assessing within a lifetime. From the global GHG emission mitigation 
perspective, it is important to recognize other possible locations, which energy sources 
are available in those locations, and the possibility to utilize waste heat. 
For extensive GHG emission impact management within different scopes, it is 
proposed that a municipal actor should focus on Scopes 2 and 3 GHG emission 
implications from the ALCA and CLCA perspectives in addition to initial Scope 1 
emissions. The aim should not be to minimize Scope 1 emissions, but to identify methods 
to minimize Scope 1 emissions as well as Scope 2 and 3 emissions as well. 
Although assessment covers different scopes with different assessment methods, 
there are still uncertainties that could further change the results. A major uncertainty is 
related to the limited CLCA used within the study. There are several possible 
consequences that could drastically change the outlook. First, if waste heat were not 
utilized, there would probably be other investments to be made to reduce local GHG 
emissions. Secondly, the assessment is done only for the reference year rather than the 
life cycle of the site. This means that development of different systems and actors are 
excluded, which is crucial when assessing the actual consequential implications. Thirdly, 
consequential implications of non-GHG emissions and larger boundary are excluded.  
CONCLUSION 
The case study’s purpose was to show that the utilization of waste heat to decrease 
municipal boundary GHG emissions may increase such emissions within wider 
boundaries. The case study assessed Greenhouse Gas Protocol’s Scopes 1-3 when waste 
heat generated by a data center was utilized within a municipal DH system, replacing 
natural gas-based heat. Although Scope 1 GHG emissions were shown to decrease, both 
Scope 2 and 3 GHG emissions were increased. Further development of waste heat 
utilization could recover half of the generated waste heat, which is enough to turn  
Scope 2 emissions negative. In order for negative GHG emissions within Scope 3, the 
location’s replaceable municipal DH GHG emissions would need to be higher, such as 
emissions from coal with poor energy efficiency. When assessing consequential and 
initial electricity system impacts within Scope 3, additional electricity production 
changes are needed in order to realize negative GHG emission implications. 
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